
NC GRID

NAD 83/NSRS 2007
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DATUM DESCRIPTION

THE LOCALIZED COORDINATE SYSTEM DEVELOPED FOR THIS PROJECT

IS BASED ON THE STATE PLANE COORDINATES ESTABLISHED BY

THE AVERAGE COMBINED GRID FACTOR USED ON THIS PROJECT

THE N.C.  LAMBERT GRID BEARING AND

LOCALIZED HORIZONTAL GROUND DISTANCE FROM

ALL LINEAR DIMENSIONS ARE LOCALIZED HORIZONTAL DISTANCES

VERTICAL DATUM USED IS NAVD 88

WITH NAD 83/NSRS 2007 STATE PLANE GRID COORDINATES OF

NCDOT FOR MONUMENT "I3802-12"

NORTHING:  641735.246(ft)  EASTING:  1535065.380(ft)

ELEVATION:  708.81’(ft)

(GROUND TO GRID) IS:  0.99985319

"I3802-12" TO -L- STATION 10+00.00 IS

SURVEY CONTROL SHEET W-5516
W-5516

NC 
GRID
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83
/NSRS 

20
07

-L- 10+00.00
TIP PROJECT W-5516 AT 
BEGIN CONSTRUCTION
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END CONSTRUCTION

-
L-

ELEV.=755.86’

E=1527481.143

N=654020.902

GPS W5516-1

ELEV.=764.18’

E=1527528

N=653725

BM-1

ELEV.=773.35’

E=1527440.720

N=653107.656

GPS W5516-2

ELEV.=672.72’

E=1531857.258

N=654370.734

GPS I3802-16

ELEV.=669.32’

E=1531803.829

N=653192.779

GPS I3802-15

ELEV.=732.72’

E=1532806

N=652391

BM-2

ELEV.=803.35’

E=1538657

N=654035

BM-3

ELEV.=819.85’

E=1539462.401

N=651818.716

GPS W5516-4
ELEV.=815.32’

E=1539110.925

N=652396.2650

GPS W5516-3
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NOTES:

SEE GPS CALIBRATION SHEET FOR HORIZONTAL AND VERTICAL COORDINATE VALUES.

NETWORK ESTABLISHED FROM NCGS REAL TIME NETWORK

PROJECT CONTROL ESTABLISHED USING GLOBAL POSITIONING SYSTEM.

PROJECT CONTROL BY THE NCDOT LOCATION AND SURVEYS UNIT.

INDICATES GEODETIC CONTROL MONUMENTS USED OR SET FOR HORIZONTAL 

  OR BIASES.

  IS USED, ADDITIONAL FIELD TIES MAY BE NEEDED TO REDUCE POSSIBLE ERRORS,

  BASE STATION. IF ANOTHER SYSTEM SUCH AS VRS (VIRTUAL REFERENCE STATION)

  COORDINATE SYSTEM WHEN USING RTK (REAL TIME KINEMATIC) GPS AND A LOCAL

  THIS CALIBRATION   WILL ALLOW THE END USER TO WORK WITHIN THE SAME

  CORS (CONTINUOUSLY OPERATING REFERENCE NETWORK) NAD 83/2007 ADJUSTMENT.

1.    THE SITE CALIBRATION SHOWN IS BASED UPON A NETWORK TIED TO THE NCGS

DIVISION 9 - DDC

ELEV.=666.35’

E=1531829.510

N=652401.579

GPS I3802 BL-89
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